NESS Mobile Cooling Unit (NMCU)

Rapid cooling of thermal oil in production plants

The NESS Mobile Cooling Unit is used for rapid
cooling of thermal oil in production plants, in par-
ticular during product changes, planned and un-
planned maintenance operations. cooling

* Mobile use on site
Consumers such as short-cycle presses or pri- - Powerful cooling

mary circuit sections can be cooled down much
faster than exclusively by natural cooling through

 Integrated control unit

radiation. e % ‘ x:

Your advantages at a glance

+ Less delays and downtime due to

Press platen
temperature in °C / °F temperature of the
~ primary circuit in °C / °F
250/482 I 7,
| 250/482
Example: I [ [
200/392 (‘ Press platensofa5.9x 2.2m Example:
short-cycle press with total 200/392 Q primary circuit section [——
mass approx. 45t \ (100m; DN200)
150/302 \~ 150/302
100/212 100/212
'\0\‘
50/122 50/122 —0
N t_Coo.ling. L Cooling
0 40 80 120 160 200 240 -meinmn ° 20 40 60 80 100 120 timeinmin

N E E E NESS Warmetechnik GmbH / Remsstrafie 24 /73630 Remshalden - Germany
Tel.+49 (7181) 9675 0/ Fax +49 (7181) 42612 / info@ness.de / ness.de

The Process Heat Company



Functionality Mobile Cooling Unit:

Thermal oil

Thermal oil
Outlet

Fast cooling of
thermal oil in production
plants

#1 Also suitable for
other applications,
such as cooling of
heated rollers and
reaction vessels

#2 Stable skid, can
easily be moved with
a forklift

A consistently practice-oriented product design

The unitisinstalled in a stable, two-part skid and
can easily be moved with a forklift within a plant

to the desired operation site.

The cooling unit is connected to the system’s

supply and return lines with the included hoses.

The equipment includes its own pump station on
an oil pan as well as control and shut-off valves.

The thermal oil is cooled by an air-thermal oil
heat exchanger with an axial fan. No cooling wa-
terisrequired.

The system has its own control system and a

simple interface.

For the power supply of the cooling unit, there is
a 63 A three-phase connector on the switch ca-
binet.
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The NESS Mobile Cooling Unit (NMCU) offers a
flexible solution for fast cooling of thermal oil in
production plants. Maintenance processes can
thus be optimized and downtimes significantly
reduced.

Two-part skid designed for forklift transport
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